TOWN OF vggrs
WOOD BOURNING BPOVE
APPLLCATION FOR PERMIT

At (Location) Map Lok :
Owner

STOVE _

Type: Radiang Circulating

Manufacturer Model HNo.

mem of fuel(s) approved

Hmmrpsm Laboratory's nome or trademark mﬂ@
location

Date tested

Clearance Lo combuutilblas:
a. side , b. tear
Test Standard

m:mw Serial Numbe

CHIMNEY

New Existing

Size (Flue area)

Other appliances attached to flue.

Show lLocation of stove In relotion to combus
ible walla nnd give dliptancens in inches.
Glve nize and type watorcial of hearth or Flc
undor nltova.
\
Applicant: HName . .
Address

Metal (Manufacturer - name & Lype

Masonry — Lined

Unlined -
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THE MASSACHUSETTS STATE BUILDING CODE

FIGURE 3409-4
CLEARANCES FOR SOLID FUEL BURNING APPLIANCES
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STOVE- lNSTALLATlON CLEARANCES

Combustible 1/4" asbesios | Concreic/Masonry-| 47 brick vencer
Siove components Material millboard spaccd foundation wall spaced out 1"
: : out 1™ ‘ ST
Radiantstove - ' | - 36" _ - . .
from '
Circulating stove! 24 IS | - -
- front
A. radiant siove* 36" 18 b 6" ‘ 18"
- side/back : ' :
A circulating 12" & 6" 6"
stove - side/back '
B. single wall. 2 18" VA 6" 8"
connector pipe . ' :
B.insulated 2 2 2" A
conneclor pipe '
_ C. Chimney height Three (3) feet above adjacent roof.and
(metal or masonry) two (2) feet aboce any roof ridge within 10 feet
D. Damper 1f a damper is not included in the siove construction,
: it must-be installed in the connector pipe
Note 1, Front: Fuel or ash access side.

Note 2. Thimble reguired for passage through combustible consfruction.

Note 3. Non-combustible spacers required.
Note 4. Clearances on each sidc of a radiant stove with a heat shoeld shal] be measured as 1!’ a c1rculaung ype.
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